
La
 in

fo
rm

ac
ió

n 
su

m
in

is
tra

da
 e

n 
es

ta
 d

oc
um

en
ta

ci
ón

 c
on

tie
ne

 d
es

cr
ip

ci
on

es
 g

en
er

al
es

 y
/o

 c
ar

ac
te

rís
tic

as
 té

cn
ic

as
 d

e 
lo

s 
pr

od
uc

to
s 

in
cl

ui
do

s 
y 

su
s 

pr
es

ta
ci

on
es

.
Es

ta
 d

oc
um

en
ta

ci
ón

 n
o 

pr
et

en
de

 s
er

 u
n 

su
st

itu
to

 d
e,

 y
 n

o 
se

 v
a 

a 
us

ar
 p

ar
a 

de
te

rm
in

ar
 la

 id
on

ei
da

d 
y 

la
 fi

ab
ilid

ad
 d

e 
es

to
s 

pr
od

uc
to

s 
pa

ra
 a

pl
ic

ac
io

ne
s 

es
pe

cí
fic

as
 d

e 
us

ua
rio

.
Es

 re
sp

on
sa

bi
lid

ad
 d

e 
lo

s 
us

ua
rio

s 
o 

in
te

gr
ad

or
es

 re
al

iz
ar

 e
l a

ná
lis

is
 d

e 
rie

sg
os

 a
de

cu
ad

a 
y 

co
m

pl
et

am
en

te
, e

va
lu

ar
 y

 te
st

ea
r l

os
 p

ro
du

ct
os

 e
n 

re
la

ci
ón

 c
on

 la
 a

pl
ic

ac
ió

n 
es

pe
cí

fic
a 

pe
rti

ne
nt

e 
o 

us
o 

de
l m

is
m

o.
N

i S
ch

ne
id

er
 E

le
ct

ric
 In

du
st

rie
s 

SA
S 

ni
 n

in
gu

na
 d

e 
su

s 
fil

ia
le

s 
o 

su
bs

id
ia

ria
s 

se
rá

n 
re

sp
on

sa
bl

es
 p

or
 e

l m
al

 u
so

 d
e 

la
 in

fo
rm

ac
ió

n 
co

nt
en

id
a 

en
 e

l p
re

se
nt

e 
do

cu
m

en
to

.

Sep 29, 2017
1

Hoja de datos del producto
Características

MWD082046825
Módulos interruptores pulsador N/A Habit-21 
16A 250V -Negro

Principal

Gama Habit-21

Tipo de producto o componente Interruptor pulsador

Presentación del dispositivo Módulo

Color Negro

Tipo de paquete Envase individual

Complementos
Montaje de dispositivo Embutido

Número de módulos 3 módulos
Función interruptor Pulsador

Accionador Basculante

Corriente nominal 16 A

Tensión de funcionamiento nominal 250 V AC

Fijacion Fijado a presión en soporte de la placa Habit-21
Material PC (polibicarbonato)
Acabado de superficie Rugoso

Conexiones - terminales Bornes de tornillo

Tipo de cable AWG 12
Ancho 75 mm
Alto 45 mm
Profundidad 42 mm
Peso del producto 0.038 kg

Oferta sustentable
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant  - since  1101  -  Schneider Electric declaration of conformity Sch-

neider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product end of life instructions Need no specific recycling operations

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=124504165&lang=es-sa
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=124504165&lang=es-sa



