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Hoja de datos del producto
Características

DXN501DG
Caja estanca IP55 Dexson  180 x 140 x 80mm
-Gris

Principal
Gama Dexson

Tipo de producto o componente Caja estanca IP55

Presentación del dispositivo Caja de derivacion

Color Gris

Complementos

Dimensiones canaleta 180 x 140 x 80mm
Material PC / ABS 

Fijacion Tornillos 

Ancho 180 mm
Alto 80 mm

Ambiente
Retardante de llama Autoextinguible 

UL 94 HB

Temperatura ambiente de trabajo -40...85 °C

Característica medioambiental Resistente a impactos 
Resistente a aceites
Resistente a lubricantes

Oferta sustentable
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant  - since  1101  -  Schneider Electric declaration of conformity Sch-

neider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product end of life instructions Need no specific recycling operations

Caracteristica Resistente al impacto

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=124378056&lang=es-sa
http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=124378056&lang=es-sa



